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Materials need to be purchased from City of Riverside & installed by A
@ contractor. Materials will be available for pick-up at City of Riverside
with approved material request sheet.
Corporation Yard 8095 Lincoln Ave.
Phone : (951) 351-6115

Materials purchased and installed by the contractorﬁ

@

Locknut: Use RPU approved Locknut
(McMaster-Carr Cat.# 90949A115)

Area shown (3" Dia.) to be

free and clear of texture and
debris for proper weatherproofing
(rubber gasket contact surface).

Aluminum Bell (Includes 3/8 Eye
bolt)

Clapper
@ @ A Rubber Gasket:

After wiring Raincross Luminaire Assembly,
rubber gasket to be placed on @1.625" O.D.
threaded pipe (between the globe fixture and
the raincross fixture). Apply silicon on rubber
gasket contacting surfaces for proper
weatherproofing.

See Detail View B-B for surface prep.

ALUMINUM BELL
& CLAPPER

A Aluminum Raincross Luminaire Assembly
(includes mounting ring and nuts to connect the
raincross top to the concrete standard

/1

(approx. height 4'8"))
Access cover plate: Pre drilled for two
S.S. mounting screws & hole (1-7/16")

for photo cell receptacal. (included A ]

A with Raincross Luminare Assembly) |- Photo Cell

(See Detail)

Areas shown to be free and clear of
texture and debris before installing
photocell receptacle rubber gasket.

A Access cover plate rubber gasket CDO

to be placed between access cover | R

plate and Raincross Luminare . R
mounting access hole.

A Raincross Luminare mounting Top Detail

access hole: Areas shown to be free

and clear of texture and debris /\
before installing access cover plate. /" -\ (@ ~®| [
e na

N

(4) 1/2"-13 galv.studs on 5.0"
bolt circle for mounting
Raincross fixture to concrete
standard (included with
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Raincross Luminare
Assembly).

Aluminum ring (included with -
Raincross Luminare
Assembly).

A Concrete Standard:
(approx. weight 2400 Ibs.) (approx. height 17'6")
Wiring the light standard shall include pulling all wiring
up the pole and making the connections to the

photo cell controls and post top ballasts.

Detail View B-B

mounting screws A
1 F

BELL SHAPED GLOBE
& LIGHT FIXTURE

Photo Cell Receptacal

Rubber Gasket: To be placed
between photo cell receptacal
and access cover plate.

Nut & washer:
Use 2 conduit locknuts
per globe fixture.

@4x 1/4"x1" Globe Brass

@ Induction Light or
HPS Assembly;
Specified on
drawing. ( Includes
2 #6-18 SLF DR
Screws)

\@ Globe

Photo Cell ()
N

N
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0
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UNDERGROUND STRUCTURES

STANDARDS Issued: 09/10

Rev: 1

Page 1 of 3

UGS-800RC




REVISION: Updated Format, Content & Notes A

Revision

RAINCROSS CONCRETE STREET
LIGHT STANDARDS

ITEM SCHEDULE FOR RAINCROSS STREET LIGHT

UGS

PUBLIC UTILITIE

RAINCROSS LUMINAIRE ASSEMBL Y & CONCRETE STANDARD
MANUFACTURER QTY. Spec. DESCRIPTION MANUFACTURER'S CATALOG No. & Notes
1ea. | 4'8" Raincross Luminaire: 9CT17-Raincrosss:
Ameron Inc. Pole Aluminum structured . Complete with Raincross Top w/
Products Division. square tubing (Sand A Aluminum Ring & mounting
Epoxy coated (M16)) hardware, Photocell Mounting
DISTRIBUTED THRU: QTY. | Spec. DESCRIPTION cover & Concrete Standard Anchor
Pacific Lighting Sales 1ea. | 176" Concrete Standard: bolts. Per manufactures drawing #.
Inc. (040)507-1633 Concrete Aggregate /1N

(Salt & Pepper, Exposed
Aggregate Finish With No

Coating). A

ALUMINUM BELL AND CLAPPER

: MANUFACTURER QTY. DESCRIPTION MANUFACTURER'S CATALOG No. & Notes
— McGraw 1ea Aluminum Bell: Cast Supplied by City of Riverside
Foundry ’ Aluminum A Stock # 24973 A
. Anaheim, CA QTY. DESCRIPTION « Items shall be sealed and "hard green"
L (714) 635-8800 Clapper: Cast Aluminum anodized "Mil-A-8625F Type III Class 2
g A 1ea. A (Aluminart)"A
> GLOBE FIXTURE
(@) MANUFACTURER QTY. DESCRIPTION MANUFACTURER'S CATALOG No. & Notes
(2] McGraw 2 ea. Aluminum Globe Fixture: Supplied by City of Rlver3|deA
> Foundry Cast Aluminum Stock # 24972 .
w et CA /N + Pre-driled & tapped 1/4"20,
o naneim, for mounting of Globe.
(714) 635-8800 9
A « Pre-drilled @.161" holes to match
induction light assembly
« Items shall be sealed and "hard green"
anodized "Mil-A-8625F Type III Class 2
(Aluminart)" A
LAMP ASSEMBLY ( see work order for type of lamp assembly fo be used)
MANUFACTURERS QTY. | DESCRIPTION SIZE |MANUFACTURER'S CATALOG No. & Notes
o Powerlux Corp 2 ea. | Induction Light 120VA PR55/850/120RI (100-120 voltage range)
hw| 2588-F El Camino Real #333 A Assembly: QL 55W A
o o
s (760) 727-2360 Retrofit Kit. 240v PR55/850/277RI (200-277 voltage range)
el Contact: Ken Lau A A A A
=
N M12 Engineering 2 ea. | High Pressure 120v, 10% V‘l’s_tt |_'|°\F?§esrg3|y1%%t- #:SUKA 003-992-04
L 16527 Beaver Rd. /4\ | Sodium lighting 208v, | oo AssembnS Cat. %t- UKA 004-992-04
N |<TZ Adelanto, CA 92301 Assembly Retrofit 240VA Bulb: HPS S55 (150\}\/) Spec
(as] o (760) 246-5213 A Kit. A * Make of bulbs must be from Sylvania, A
8 ) G.E. or Phillips.
L
> > POLY CARBONATE GLOBE
8 8 MANUFACTURER QTY. DESCRIPTION MANUFACTURER'S CATALOG No. & Notes
[a o Roto—Lite, Inc. 2 ea. Bell Shaped Globe: Supplied by City of Riverside
|(I;(él(())) g&_g52820%1 * City of Riverside to provide the mold.
Fax (760) 863-5999 A * Globe is to have a frosted fwshﬁ
Id Contact: Richard Judge
B o PHOTO CELL AND RECEPTACLE
E N —.g— MANUFACTURERS QTY. | DESCRIPTION| SIZE MANUFACTURER'S CATALOG NUMBER
a m ' LAMPAS SUN-TECH /4 DTL /1
0 o Photo Cell; See Catalog # 1ea. [120vP.C. /7\[1000w )] FP7571B-MBBA | DE120-1.0
E 5 : 240v P.C. 1000w 6240 FP7572B-MBBB DE240-1.0
Y -
E T American Electric Corp. 1ea. | WistlockP.C. PECR-247-KIT
o O Receptacle
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Curb & Gutter

3/4"X24" Long mounting Bolts ——+—_||

TYPICAL RAINCROSS LIGHT STANDARD

™
.

and Nuts

Door opening to face

side walk A

- 29" — Concrete Cap
Grade
/: vof
Ayl S,
Anchor
Bolts
| ¥
\ 3
3 i
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